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Mondoflex II is a point-elastic sports flooring 
with shock absorption values above 25% 
(Category P1 according to regulation EN14904). 

The flooring comprises two layers of natural 
and synthetic rubber that are joined in the 
production phase to a supporting 
underlayment of elastic foam. 

Pre-fabrication guarantees that the product is 
uniform when installed and ensures a constant 
biomechanical response across the entire 
surface.

An optimal grip supports fast, dynamic 
movement. Uniform energy absorption helps 
athletes make powerful, explosive moves. 

Mondoflex II



Mondoflex II

Uniform shock absorption and 
energy return

• Correct load distribution, uniform 
energy return, and sport impact 
absorption.

• The Mondoflex surface layer, with its 
smooth, anti-slip, anti-reflective finish, 
guarantees a perfect grip for pivoting 
and rapid changes of direction.

• The supporting elastic foam 
underlayer.

Consistent biomechanics over 
time

• The vulcanization process gives the 
flooring tensile strength, tear 
resistance, and durability.

• Can be installed without heat 
welding. This eliminates 
heat-welded joints, which are 
typically the first elements damaged 
by wear.

Commitment to the environment

• Low VOC emissions actively contributes 
to the air quality of the facility it’s in

• Passed the UL Environment Tests for 
more than 10,000 volatile chemical 
agents, attaining GREENGUARD and 
GREENGUARD Gold certifications.

• tests conducted in 2013 for 
Environmental Product Declaration 
shows that Mondoflex II creates 19% 
less impact on the environment than 
PVC flooring. 

• By conforming to regulations ISO 14040 
and ISO 14044, Mondoflex II is 
considered solid urban waste, meaning 
it can be easily disposed in normal 
landfills.



Mondoflex II

Multilayer Concept

The system is assembled by 
arranging layers of varying 
composition and elasticity 
on-site. 

Thanks to the combination of 
elastic under layer and surface 
finish, the system is able to 
respond specifically to the 
requirements of each sport, 
even in the event of intensive 
use and in multipurpose 
facilities.

Smooth Solid Rubber
Top Layer

Vulcanized rubber surfaces 
with a smooth finish, for 
indoor installation.

Thanks to its properties, 
under dry conditions, the 
rubber naturally ensures a 
superficial grip, without any 
need for additional 
embossing.



Mondoflex II

Dimensions
Thickness :  7,5 mm

Roll Length :  18 m

Roll Height :  190 cm

Weight:  6.1 kg/m²

Certifications
• IHF 2017 Certificate of Approval for 

Synthetic Floorings

• EN 14904

• Greenguard Certification

• Greenguard Gold Certification

MF90 and MF33 magnetic version available 
upon request

Color Range



Designed to provide the best possible 
combination of slip resistance, 
rotational friction, comfort and safety 
in multi-functional applications, 
Sportflex M is a synthetic rubber 
surface composed of two layers that 
are vulcanized together to create a 
single, seamless product.

Sportflex M



Sportflex M

Tough and multi-functional

• Sportflex M’s special 
formulation makes the flooring 
resistant to high traffic and frequent 
use in multi-functional settings.

• Can withstand light traffic by athletes 
wearing spikes. 

• The bottom layer has a geometric 
construction that’s deformable in two 
dimensions to guarantee shock 
absorption and energy return.

• The anti-reflective top layer improves 
ball bounce and provides good 
drainage.

Fast, even for cleaning

• Without a loose granular 
surface,Sportflex M is easy to clean 
without compromising traction. 

• Sportflex is a premanufactured 
product, which means that portions 
of the material can be replaced as 
needed with perfect results.

One eye on performance, the 
other on the environment

• Contains up to 43% recycled 
post-consumer and post-industrial 
materials, and 6% rapidly renewable 
materials—a concrete example of 
MONDO’s commitment to protecting 
the environment.



Sportflex M

Embossed Solid-Rubber 
Top Layer

Vulcanized rubber surface 
layer with raised embossing 
for optimal elasticity and 
grip, and efficient drainage.

Co-Vulcanized Multilayer 
Dual Durometer

Two different layers of solid 
rubber with their own 
formulations, vulcanized 
together to form a continuous, 
seamless piece of material.

2-Phase Vulcanization

The vulcanized top layer 
integrates a 
three-dimensional network 
of 
pre-vulcanized rubber 
granules to optimize the 
elastic response of the entire 
surface.



Sportflex M

Dimensions
Thickness : 6 mm
Roll Length : min 6 m / max 16 m
Roll Height : 92 - 183 cm

Thickness : 8 mm
Roll Length : min 6 m / max 16 m
Roll Height : 92 - 183 cm

Thickness : 11 mm
Roll Length : min 6 m / max 16 m
Roll Height : 92 - 183 cm

Certifications
• FIBA Certificate of Approval 2017-2018 for 

Syntethic Flooring Category, Level 2 and 3

• ITF Court Pace Classification

• Greenguard Gold Certification

• Greenguard Certification

Color Range



Vinylsport M is a prefabricated 
multilayer PVC sports flooring that 
comes in rolls. Its shock absorption 
values and performance parameters 
comply with EN 14904, making it ideal 
for indoor multisport facilities.

Vinylsport M



Vinylsport M

A multilayer structure 
that delivers perfect 
performance.

• High density wear resistant 

vinyl layer

• High density compression 

resistant vinyl layer

• Fiber Reinforced foam layer

• Dual density foam layer

• Anti-slip backing

Portable and safe.

• Can be installed with adhesive 
tape without being glued to the 
floor foundation and still 
maintain the same 
performance.

• Can be easily taken up at the 
end of a tournament or 
training, carefully stored in a 
protected area and reinstalled 
when needed, including for 
temporary or touring events.



Vinylsport M

Dimensions
Thickness : 5 mm

Length : 20 m

Width : 180 cm

Weight : 3.4 kg/m²

Certifications
• FIBA Certificate of Approval for Synthetic 

Flooring Category, Level 2 and 3

• BWF Synthetic Flooring Certificate

• Greenguard Gold Certification

• Greenguard Certification

Color Range



Zeta System is a FIBA Level 
1-certified area-elastic sports system 
consisting of a single layer of phenolic 
plywood cut into floor panels affixed 
with a wood flooring and finished 
with a high-resistance varnish. 

The system is cushioned by a flexible 
polyurethane mat, supplied in tiles.

Zeta System



Zeta System 

Wood and cushioning: 
the perfect multilayer combination.

• Zeta System is a multilayer system that 
combines different elastic responses and 
reacts consistently to ball bounce, jumping, 
running, and stops and starts.

• The system has a wood (beech or oak) 
surface finish treated with high-resistance 
varnish to guarantee excellent ball grip and 
directional changes. It also makes the playing 
surface easy to clean.

• The finish, which is both flexible and resilient, 
is affixed to a layer of phenolic plywood that 
is cut into panels.

• This rests on a flexible polyurethane mat that 
provides excellent cushioning and 
guarantees uniform shock absorption and 
optimal player comfort across the entire 
playing surface.

• Zeta System is also a good solution when 
floor heating has been installed because it 
ensures that the heat is continuously and 
evenly distributed over the whole surface.

• Perfect for professional-level play, this 
flooring is also suitable for multi-purpose 
sports centres.



Zeta System

Multilayer Concept

The system is assembled by 
arranging layers of varying 
composition and elasticity on-site.

Thanks to the combination of 
elastic under layer and surface 
finish, the system is able to 
respond specifically to the 
requirements of each sport, even 
in the event of intensive use and 
in multipurpose facilities.

Dimensions
Thickness : 41 mm

Weight : 14.2 kg/m²

Certifications
• FIBA Certificate of Approval for Wooden 

Flooring Category level 1,2, and 3




